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CARBON FREE

Reference: 607210

Sizes: 35-48

Normative:

EN ISO 15090:2012 F2A+HI3+SRC+CI

ESPECIFICATIONS

?._& F2A [ Fire protection - antistatic properties

DESCRIPTION

UPPER:
Water-repellent full-grain leather.

Compression 15KN

[@| Impact200) SOLE:
. Rubber sole with inner polyurethane
@ Closed buttress midsole,
% Slip resistance
PROTECTION ELEMENTS:
,%‘ PS / Perforation resistance 21100N. Non-Metallic. Punch 3mm . . ®
Non-metallic Vincap® toe cap and
;%5 Cl/ Cold insulation of outsole complex perforotion resistant (3 mm ndil) textile
e o insole.
RON HI / Heat insulation of outsole complex 250°
é‘g E/ Energy absortion of heel up to 20J L’N’NG.'
B\ WR/Wator rosistance of whole footwear Breathable and abrasion resistant fabric.
1}% A [ Antestatic footwear ERGONOMIC INSOLE:
@%2 HRO / Resistant to hot contact Mq_de Of pOI\/U.rethGne: bl‘eCIthCIbIe,
anti-odor, anti-bacterial and removable.
%O° WPA / Resistant to water penetration and absorpion

FO [ Hydrocarbon resistant sole CLOSURE:
Slip-on boot.
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